
LOCATIONWET

Die Cast Aluminum Housing, Pre Treated and Powder Coated 

NEMA 7Hx7V Optics				  

Color Tunable Options; CCT can be Changed to 3000K, 4000K, and 5000K

High Performance Acrylic Optic Securely Attached to Internal Heat Sink 

for Maximum Product Life and Performance	

Knuckle, Slipfitter, Yoke or Trunnion Mount Included		

5 year Limited Warranty				  

Features & Benefits

FLT SERIES
FLOOD LIGHT

Housing

One-piece die-cast aluminum 
housing with optimal thermal 
management both enhances LED 
efficacy and extends fixture’s life.

Power and CCT controllet

The wattage and CCT can be changed by 
switch selection on the controller, it easy and 
very fast to meet the varied requirements.

Photocell (Option)

Optional  photocell allows for security and energy saving

15W&27W 40W&65W 90W&120W

Optics

A high reflective white reflector 
and tempered glass are used to 
shape the 7Hx7V light type. 	

At the same time, the integrated 
visor that comes  with the cover 
can reduce glare very well.

Optics

MFD11 have a powerful 1/2 
NPS knuckle mount and also 
available with either a slipfilter or 
yoke(trunnion) mount.
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Performance Data

5000K

LED Watts Lumens LPW

15W 2,100 lm 140 lm/W

27W 3,600 lm 133 lm/W

40W 5,800 lm 145 lm/W

65W 9,400 lm 145 lm/W

90W 13,500 lm 150 lm/W

120W 18,000 lm 150 lm/W

Power Light Output Power Input Operating Temperature Efficacy

15W - 120W 2,050 lm - 19,000 lm 120-277V -40°F - 113°F Up to 120 lm/W

Color Temperature CRI Certifications Beam Angle Mounting Options

300k, 4000K, 5000K 70 CRI UL 7Hx7V Knuckle, Trunnion, 
Yoke, Slipfitter

Finish

DB, B, W

Technical Parameters

4000K

LED Watts Lumens LPW

15W 2,300 lm 153 lm/W

27W 3,800 lm 141 lm/W

40W 6,000 lm 150 lm/W

65W 9,700 lm 149 lm/W

90W 14,500 lm 161 lm/W

120W 19,000 lm 158 lm/W
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Ordering Information Example: FLT-30W-50K-KN

Model Wattage Voltage CCT Finish Mounting

(Optional)

FLT    Flood Light
           FLT Series 

15W
27W
40W
65W
90W

120W

XXK  
3000K/4000K/5000K

30K  3000K
40K  4000K
50K  5000K

Blank    120-277V
HV       347/480V

Blank  Dark Bronze
W           White
B            Black

KN   Knuckle
TR   Trunnion
Y      Yoke
SP    Slipfitter

Note: 
Knuckle and Trunnion Mount are only suitable for 15W. 27W, 40W, and 65W	
Slipfitter and Yoke Mount are only suitable for 90W and 120W		
CCT Adjustable (3000K, 4000K, 5000K)		

3000K

LED Watts Lumens LPW

15W 2,050 lm 137 lm/W

27W 3,500 lm 130 lm/W

40W 5,700 lm 143 lm/W

65W 9,200 lm 142 lm/W

90W 13,400 lm 149 lm/W

120W 17,500 lm 146 lm/W

Adjustable Lumen Output Table

15W 27W 40W 65W 90W 120W

Setting System
Watts

Lumens 
(5000k)

System
Watts

Lumens 
(5000k)

System
Watts

Lumens 
(5000k)

System
Watts

Lumens 
(5000k)

System
Watts

Lumens 
(5000k)

System
Watts

Lumens 
(5000k)

100% 16.3 2266 27.23 3672 39.9 5846 65.5 9438 94.53 13982 122.9 18092

80% 12.63 1790 20.4 2856 29.5 4542 54.3 7825 67.9 10535 98.82 15119

60% 10.02 1455 15.52 2234 21.94 3356 41.2 5937 50.9 8144 71.28 11206

40% 6.15 943 11.4 1690 14.3 2327 27.5 3963 33 5490 52.8 8581
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Photometrics

Product Dimensions

15W&27W(Knuckle Mount)
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15W&27W(Trunnion Mount) 40W&65W(Knuckle Mount) 40W&65W(Trunnion Mount)
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Mounting

1/2’’ Knuckle Mount
(15W/27W/40W/65W)

Slipfitter Mount
(90W/120W)

Trunnion Mount 
(15W/27W/40W/65W)

Yoke Mount
(90W/120W)
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